[image: image1.png]



Inter-Oriental (Thomas Lai) Asia Pacific Pte. Ltd.

SLIDING DOOR SYSTEM
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in-the kitchen

Space-saving door solutions for wall-hung and fitted units,
for three-quarter height storage or china cupboards as well
as attractive shelf covers - sliding doors enhance the
smooth functioning of a kitchen and make it look better.

... in the office

With sliding doors, the standards for furnishing commercial
offices can be met at reasonable costs, because the requi-
red overall area is reduced. Moreover, they do not present
any hindrance or risk of injury in the traffic and work areas,

even when opened.

... in the bedroom

In bedrooms, sliding doors are very frequently used. They
permit very large door sizes or generous mirrors without
unsightly joints and make small rooms look larger.

... in interior furnishing

With sliding doors, a variety of customers’ wishes can be
accommodated in interior furnishing: Individual adaptati-
ons, creative furniture combinations and also practical con-
siderations. In public buildings, business rooms or restau-
rants they keep escape routes and visitors' areas free from
irritating door elements.
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... in the hall

Niches without carcass, built-in or free-standing wardrobes
- with sliding doors, storage space can be atiractively
panelled and closed. For small items of furniture, especially
light-weight sliding door fittings are suited, either in two
tracks with an emphasis on the vertical axis, or in a single
track, easily sliding in front of the furniture carcass.

... in the bathroom

Especially in the bathroom, sliding doors help to make
optimum use of tight space. Sliding all-glass doors for wall-
hung cabinets, esthetically pleasing washbasin units or
generous mirrors without unsightly joints - in the bathroom,
too, sliding doors offer many creative solutions.

... in the living room

Whether for TV or phono cabinets, classical fitted furniture
or open shelves, sliding doors look smart and stylish. In
combination with glass door elements they permit as much
view as desired or, with precious wood fronts, shield objec-
ts from unwanted looks and dust.

For folding and sliding door
fitting systems, please note:

As steel ball bearings are more corrodible,
we recommend in moist rooms to use fit-
ting systems with plastic rollers.

Please note the maximum weight for door
pairs and/or doors!
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Check list: Example: Recommendation:
General questions regarding
the required fittings

X Vertical or horizontal emphasis Vertical emphasis §1,57,58¢
X Running at the top or bottom? Running at the top. s1,s8¢
X On front, in front, mixed front? On front s1,58¢
X With or without height adjustment? With height adjustment s1,58¢
X Steel ball-bearing or slide-bearing rollers  Steel ball-bearing rollers s1,58¢

Identifying the fitting situation
X How wide and how high is the cabinet?  Width 3000 mm; height 2100 mm incl. 100 mm base ¢/

X How many doors are to be fitted? 3 doors ¢/
X Approximate door size? Width 3000 : 3 = 1000 mm;
height 2100 - 100 = 2000 mm; surface = 2 m? per door ¢/
X Material? Rear doors: chipboard veneered on both sides, 19 mm ¢/
Front door: as before, but with mirror glued onto one side (4 mm) ¢/
X Weight per door Rear door: approx. 130 N per m* chipboard veneered x 2 m* = 260 N

Front door: approx. 130 N per m* chipboard veneered x 2 m* = 260 N
+approx. 120 N per m of mirror x 2 m# = 240 N = 500 N ¢/
Final recommendation: ¢/

S 1 with height-adjustable roller elements and steel ball-bearing roller for a maximum door weight up to 600 N. Considering their
height and their partly asymmetrical design (mirror on one side) the doors should be fitted with a sliding door alignment fitting.

Other important details
X If there is a blind - is it fixed or removable?
X Accessories? E.g. alignment fitting, dust protection strips, decorative fittings and locks for sliding doors etc.

e

. RUNNING AT THE TOP, VERTICAL EMPHASIS
—
High-quality, low-noise sliding door fitting system for car- Complete fitting system for sliding doors of wood, glass or
cass designs without blind. Optionally available with plastic  glass with aluminium frame. Suited for medium door
slide-bearing roller (for door weights up to 450 n) or with weights up to 300 N. Runner rails available to be mounted
steel ball bearing (for door weights up to 600 N). on the bottom surface or on the edge.

Aluminium runner rail with easily adjustable end stoppers.
Also available with height-adjustable roller elements for
subsequent alignment of the sliding doors.
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S2

Sliding door fitting with large roller diameter, therefore very
good running properties. Available in two types: with pla-
stic slide-bearing roller for door weights up to 400 N or
with steel ball bearing for door weights up to 500 N. Wide
variety of bottom guideway solutions

S5/S85+

Low-cost alternative for efficient furniture production, espe-
cially for industrially pre-fabricated furniture. S 5 has a high-
quality aluminium runner rail, whereas S 5+ is equipped
with a particularly economical steel runner rail. With slide
bearing roller for door weights up to 350 N, with steel ball-
bearing up to 450 N.

HORIZONTAL

S6

Sliding door fitting with single-track runner and guide rails,
which can also be combined to form double-track variants.
The flexible arrangement of the rails permits the accommo-
dation of different door thicknesses. The fitting of the run-
ner rail to the bottom shelf with plinth permits the realizati-
on of extremely high door weights up to 550 N.

RUNNING AT THE BOTTOM

VERTICAL

S 7/S 7xtra

Sliding door fitting with double-track runner rail. The arran-
gement of tracks of the runner rail one above the other
reduces the distance between the front door and the cor-
responding roller, which leads to a smaller projection. The
fitting of the runner rail to the bottom shelf with plinth per-
mits the realization of very high door weights up to 600 N.
The fitting is offered in two basic versions with ball bearing
rollers of 24 mm (S 7) or 45 mm (S 7 xtra) diameter.
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System overview

* High-quality, low-noise sliding door fitting system for
carcass designs without blind

= Optionally with plastic slide-bearing roller (for door weights
up to 450 N) or steel ball bearing (for door weights up to
600 N)

* Height-adjustable roller elements for subsequent align-
ment of the sliding doors (optional)

* Aluminium runner rail with easily adjustable stoppers

= For door thicknesses up to 25 mm (rear door)
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Detalled drawings on a scale of 1:1 are avalable on request.
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Complete set S 1 E]] M

= = Specification Item No.

1 Complete set for two doors 6323.100.002
1 Complete set for three doors 6323.100.003
with fitting instructions, consisting of
2 4 \\'f Roller element, height-adjustable, rear door 6323.004.007
2 2 Roller element, height-adjustable, front door 6323.004.107
- 1 y End stopper top, left 6323.021.009
2 2 & End stoper top, right 6323.021.010
- 1 ﬁ Middle stopper 6323.028.005
1 {) Catch left 6323.025.102
1 <P Catehright 6323.025.101
2 4 ﬂ Unhinging guard, rear door 6323.022.015
2 2 g Unhinging guard, front door 6323.022.016
2 4 ﬁ Guide roller element 80 mm, rear door, for 6319.011.150 6324.004.002
2 2 @ Guide roller element 80 mm, front door, for 6319.011.150 6324.004.026
102 @ End stopper bottom, rear door, 14 mm 6319.082.001
1 1 @ End stopper bottom, front door, 200omm 6319.032.002
1 1 / Hexagon socket screw key, 4 mm 6323.036.001

'P[ease order runner rails, guide rails and fixing material separately!
H

RUNNER RAIL
No holes
Length (mm) Design PU
Z 5000 Aluminium, bright 1/20
415 o 5000 Aluminium, bright 1/20
6323.501.150 Other lengths and designs on request
GUIDE RAIL
No holes
Length (mm) Design PU
5000 Aluminium, bright 1/20
5 ! 5000 Plastic, grey 1/20
6319.011.150 6319.411.150
Other lengths and designs on request
COVER PLATE, SHEET STEEL
Length (mm) Design PU
800 Varnished, RAL 8006 1/20
1000 Varnished, RAL 9006 1/20

Other lengths and designs on request

Item No.

6323.301.150
6323.501.150

Item No.

6319.011.150
6319.411.150

Item No.

6323.029.080
6323.029.100
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5
ROLLER ELEMENT

Length 80 mm, varnished steel, RAL 8006

Design Carrying power PU  Item No.
Rear door 600N 20 6323.004.005
Front door 600N 20 6323.004.119
Rear door, height-adj. 600N 20 6323.004.007
> Front door, height-adj. 600N 20 6323.004.107
w10 Other desi t
6323.004.005 6323.002.107 | / igns on reques

) e
¥ ROLLER ELEMENT 450N
N

Length 80 mm, varnished stes!, RAL 9008

Design Carrying power PU  Item No.
Rear door 450N 20 6323.004.010
Front door,

with buffer for catch 450N 20 6323.004.236

Other designs on request

END STOPPER

Design PU Item No.

Top left 20 6323.021.009

Top right 20 6323.021.010

Bottom, rear door, 14 mm high 20 6319.032.001

Bottom, front door, 20 mm high 20 6319.032.002

MIDDLE STOPPER

Design PU Item No.

Steel spring 20 6323.028.005

CATCH

Design PU Item No.

For roller element 150 mm, left 20 6323.025.102

For roller element 150 mm, right 20 6323.025.101

For roller element 80 mm, left 20 6323.025.202

For roller element 80 mm, right 20 6323.025.201

UNHINGING GUARD

Design PU ltem No.

Rear door 20 6323.022.015

Front door 20 6323.022.016

GUIDE ROLLER ELEMENT | G

Galvanized steel, length 50 mm, roller rivetted

Design for rail PU  Item No.

Rear door 6319.011.150 20 6326.004.410

Front door 6319.011.150 20 6326.004.409

Rear door 6319.411.150 20 6326.004.401
L Front door 6319.411.150 20 6326.004.407

' Note: Other designs on request

B For fixing material see page 1, Accessories!




[image: image12.png]Horizontal emphasis S 2
System overview

LY

* Sliding door fitting with large rollers (@ 35 mm) and
therefore very good running properties

* Optionally with plastic slide-bearing roller (for door weights
up to 400 N) or steel ball bearing (for door weights up to
500 N)

* For door thicknesses up to 20 mm (rear door)
* Wide variety of bottom guideway solutions
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Kompleti-Set S 2 @ M

Specification

Item No.

1 Complete set for two doors 6332.100.002
1 Complete set for three doors 6332.100.003
with fitting instructions, consisting of
4 6 Roller element for bushing fixing,
j for front and rear door 6332.004.013

8 12 [c] Threaded bushing @ 12 x 12 mm, steel 2640.002.010

8 12 % Screw M6 x 40 mm, with pan head 6326.018.001

- 1 End stopper top left, to screw on 6332.021.002

2 2 ? End stopper top right, to screw on 6332.021.001

-1 y Middle stopper, to screw on 6332.028.001

2 2 % Catch, to be combined with unhinging guard 6326.035.030

2 4 é Unhinging guard, to be combined with catch 6326.022.005

2 4 Guide roller element, rear door, for 6319.011.150 6326.004.410

2 2 Guide roller element, front door, for 6319.011.150 6326.004.411

1 2 @ @ End stopper bottom, 12 mm, to screw on 6421.001

1 1 End stoper bottom, 22 mm, to screw on 6421.002

'Please order runner rails, guide rails and fixing material separately!
RUNNER RAIL
No holes
Length (mm) Design PU  Item No.
5000 Aluminiumn, bright 1/20 6332.001.150
Other lengths and designs on request
GUIDE RAIL, HORIZONTAL
No holes
Length (mm) Design PU Item No.
5000 Aluminium, bright 1/20 6319.011.150
5000 Plastic, grey 1/20 6319.411.150

6319.011.150

Other lengths and dimensions on request

GUIDE RAIL, VERTICAL

No holes
Length (mm) Design PU
5000 Aluminium, bright 1/20

Other lengths and dimensions on request

Item No.
6326.011.150
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Note:
For fixing material see page 1, Accessories!
B More bottom guideway solutions see S5 or S5+

ROLLER ELEMENT

Bushing fixing, for front and rear door
Design Carrying power PU
Roller element

with ball bearing 500N 20
Other designs on request

ROLLER ELEMENT FIXING SET
For roller element with bushing fixing
Design PU
Steel bushing, @ 12 x 12 mm 100
Plastic bushing, @ 12 x 12 mm 100
Screw M6 x 40 mm, pan head 100

ROLLER ELEMENT M

Item No.

6332.004.013

ltem No.

2640.002.010
2637.002.002
6326.018.001

To be screw-fastened on the back, height-adjustable

Design Carrying power PU
Rear door, slide bearing 400N 20
Front doar, slide bearing 400N 20
Rear door, ball bearing 500N 20
Front door, ball bearing 500N 20

Other designs on request

END STOPPER

Design PU
Top left, to screw on 20
Top right, to screw on 20
Bottom, 12 mm, to screw on 20
Bottom, 22 mm, to screw on 20
MIDDLE STOPPER

Design PU
Plastic, to screw on 20

CATCH, UNHINGING GUARD

Item No.

6332.004.020
6332.004.021
6332.004.018
6332.004.019

Item No.

6332.021.002
6332.021.001
6421.001
6421.002

Item No.
6332.028.001

Can only be used as a combination, see S 2, page 2

Design PU
Catch, clear plastic 20
Unhinging guard, clear 20
GUIDE ROLLER ELEMENT
Galvanized, steel, roller rivetted

Design for rail PU
Rear door 6319.011.150 20
Front door 6319.011.150 20
Rear door 6319.411.150 20
Front door 6319.411.150 20
Rear door 6326.011.150 20
Front door 6326.011.150 20

Other designs on request

Item No.

6326.035.030
6326.022.005

lala

Item No.

6326.004.410
6326.004.411
6326.004.401
6326.004.402
6326.004.032
6326.004.033
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* High-quality aluminium runner rail, also single track

* Optionally with plastic slide-bearing roller (for door weights
up to 350 Nj or steel ball bearing (for door weights up to
450 N)

* For door thicknesses up to 20 mm (rear door)

* Wide variety of bottom guideway solutions
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Complete set S 5 @ M r
= = Specification Item No.

1 Complete set for two doors 6326.100.002
1 Complete set for three doors 6326.100.003
with fitting instructions, consisting of
4 6 l’ﬁﬂ Roller element for bushing fixing,
b for front and rear door 6326.204.021
8 12 [} Threaded bushing @ 12 x 12 mm, steel 2640.002.010
8 12 \ Screw M6 x 40 mm, with pan head 6326.018.001
& End stopper top left, to screw on 6326.017.012
2 2 End stopper top right, to screw on 6326.017.011
- 1 Middle stopper, to screw on 6326.028.001
2 2 @ Catch, to be combined with unhinging guard 6326.035.037
2 4 @ Catch, to be combined with unhinging guard 6326.022.005
2 4 Guide roller element 50 mm, rear door, for 6319.411.150. 6326.004.401
2 2 Guide roller element 50 mm, front door, for 6319.411.150 6326.004.402
1 2 @ End stopper bottom, 12 mm, to screw on 6421.001
1 1 @ End stopper bottom, 22 mm, to screw on 6421.002

! Please order runner rails, guide rails and fixing material separately!

RUNNER RAIL
No holes

Length (mm) Design PU ltem No.

5000 Alu, bright, double track 1/20 6326.101.150
5000 Alu, bright, single track 1/20 6327.110.150

Other lengths and designs on request
GUIDE RAIL, HORIZONTAL

6327.110.150

No holes

Length (mm) Design PU  Item No.
5000 Aluminium bright 1/20 6319.011.150
5000 Plastic, grey 1/20 6319.411.150
5000 Aluminium bright 1/20 6325.011.150

Other lengths and designs on request
6325.011.150

GUIDE RAIL, VERTICAL

No holes
Length (mm) Design PU  Item No.
5000 Aluminium bright 1/20  6326.011.150

Other lengths and designs on request
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' Note:

H For fixing material see page 1. Accessories!

ROLLER ELEMENTM &

Bushing fixing, for front and rear door

Design Carrying power PU Item No.

Roller element, slide bearing 350N 20 6326.204.022
Roller element, ball bearing 450N 20  6326.204.021

Other designs on request

ROLLER ELEMENT FIXING SET
For roller element with bushing fixing

Design PU Item No.

Steel bushing, @ 12 x 12 mm 100 2640.002.010
Plastic bushing, @ 12 x 12 mm 100 2637.002.002
Screw M6 x 40 mm, pan head 100 6326.018.001

ROLLER ELEMENT&

To be screw-fastened on the back

Design Carrying power PU  Item No.

Rear door, slide bearing 350N 20 6326.004.059
Front door, slide bearing 350N 20 6326.004.061
Rear door, ball bearing 450N 20 6326.004.058
Front door, ball bearing 450N 20 6326.004.060

Other designs on request

END STOPPER

Design PU  Item No.

Top left, to screw on 20 6326.017.012
Top right, to screw on 20 6326.017.011
Bottom, 12 mm, to screw on 20 6421.001
Bottom, 22 mm, to screw on 20 6421.002
MIDDLE STOPPER

Design PU Item No.
Plastic, to screw on 20 6326.028.001

CATCH, UNHINGING GUARD

Can only be used as a combination, see S 5, page 2

Design PU  Item No.
Catch, clear plastic 20 6326.035.037
Unhinging guard, clear 20 6326.022.005
GUIDE ROLLER ELEMENT I G
Galvanized steel, roller riveted

Design for rail PU Item No.
Rear door 6319.011.150 20 6326.004.410
Front door 6319.011.150 20 6326.004.411
Rear door 6319.411.150 20 6326.004.401
Front door 6319.411.150 20 6326.004.402
Rear door 6326.011.150 20 6326.004.032
Front door 6326.011.150 20 6326.004.033

Other designs on request
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System overview =

» Sliding door fitting system, running
at the bottom

* Door thickness min. 16 mm

* Roller elements with steel ball bea-
ring, additional carrying bolts and a
roller with very large diameter (40
mm)

* Excellent running properties, suited
for extremely high door weights up
t0 550 N

® Due to single-track rail system,
which can be combined to a double
track, there is no prescribed maxi-
mum door thickness

Tgchnical dimensions S 6
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Complete Set S 6 Eﬂ &
= = Specification Item No.
1

Complete set for two doors 6328.100.002

1 Complete set for three doors 6328.100.003
with fitting instructions, consisting of
2 3 Guide roller element left, with bolt 6328.004.004
2 3 Guide roller element right, with bolt 6328.004.003
2 3 @ End stopper, 14 mm, plastic 6326.021.001
1 2 I 2 Catch, also serves as unhinging guard 6328.022.001
3 4 P I Unhinging guard 6328.022.002
d
4 6 {Q Roller element, for left/right use 6328.004.005
3

'Please order runner rails, guide rails and fixing material separately!

GUIDE RAIL

No holes, single track
% Length (mm) Design PU  Item No.
5000 Aluminium, bright 1/20 6325.011.150
Other lengths and designs on request.

RUNNER RAIL

With serrated web, single track
Length (mm) Design PU  Item No..
5000 Aluminium, bright 1/20  6328.010.150
% Other lengths and designs on request.

/3

GUIDE ROLLER ELEMENT

Design PU Item No.

Left, with bolt 20 6328.004.004
Right, with bolt 20 6328.004.003
END STOPPER

Design PU  Item No.
Plastic, for left/right use 20 6326.021.001
CATCH, UNHINGING GUARD

Galvanized steel, to screw on

Design PU  Item No.
Catch, with rubber buffer 20 6328.022.001
Unhinging guard 20 6328.022.002

ROLLER ELEMENT &

To drill in and screw on, with carrying bolts

Design PU Item No.
Galvanized steel, steel ball bearing 20 6328.004.005
Other designs on request

see page 1,
J Accessores!

Note:
For fixing material
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* High-quality, low-noise sliding-door fitting for carcasses
without blind

* Bottom runner rails allow an ideal incorporation of the

doors, because the plinth is used as a solid supporting
element

* Runner rail tracks one on top of the other reduce the risk
of warping of the front door

* Quality ball bearing rollers @ 24 mm for smooth running in
combination with small runner rail cross selection

* Unobitrusive aluminium runner rall, silver anodized on
request

* Up to 450 N carrying capacity

* Two basic versions for door thickness from 16 to 21 and
from 21 to 27 mm
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Complete set S7 [iﬂ
= = Specification Item No.

1 Complete set for two doors 6329.100.002
1 Complete set for three doors 6329.100.003
for door thickness from 16 - 21 mm, with fitting instructions, consisting of
2 4 Roller element, rear door 6329.104.001

Roller element, front door, right 16 - 21 mm door thickness 6329.104.003
incl. slewable unhinging guard
Roller element, front door, left, 16 — 21 mm door thickness 6329.104.004
incl. slewable unhinging guard

2 4 Unhinging guard, rear door 6329.032.004
1 End stopper, bottom right 6329.128.001
1 End stopper, bottom left 6329.128.002
2 4 Guide roller element, rear door, for 6319.011 6329.104.002
2 2 Guide roller element, front door, for 6319.011 6329.104.005
i
1 2 &) Catch, to be mounted to guide roller element of rear door 6421.004
4
1 1 @ End stopper top, rear door, 14 mm, plastic 6326.021.001
1 1 @ End stopper top, front door, 22 mm, plastic 6326.021.002
- 1 % Middle stopper, plastic 6329.028.014

'Please order runner rails, guide rails and fixing material separately!

RUNNER RAIL

No holes, aluminium

Length (mm) Finish PU  Item No.
5000 bori
500
Other &

GUIDE RAIL
No h
Length (mm)

Item No.

6319.411.150
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Note:
B For fixing material see page 1, Accessories!

ROLLER ELEMENT

Aluminium

Design Carrying capacity PU

Rear door 450N 20

Front door

incl. slewable unhinging guard

right, 16 —21 mm 450N 10

left, 16 —21 mm 0N 10

right, 21 — 27 mm 10
1e16 left, 21 - 27 mm 10

Other types on request

27

UNHINGING GUARD

Design PU

For rear door, galvanized steel 20

END STOPPER

Design PU

Bottom right, "Zamak” with rubber buffer 20
Bottom left, "Zamak” with rubber buffer 20

Top, rear door, 14 mm, plastic 20
Top, front door, 22 mm, plastic 20
MIDDLE STOPPER

Design PU
Plastic, to be screwed on 20
CATCH

Design PU

Rubber buffer, complete with sleeve
and screw, to be mounted to guide

Item No.
6329.104.001

6329.104.003
6329.104.004
6329.104.006
6329.104.007

Item No.
6329.032.004

Item No.

6329.128.001
6329.128.002
6326.021.001
6326.021.002

Item No.
6329.028.014

Item No.

6421.004

6323.025.001

ClG

Item No.
6329.104.002

6329.104.005
6329.104.008

6329.104.009

6329.104.010

roller element of rear door 20
Catch pin

O 8 x 60 mm, plastic 20
GUIDE ROLLER ELEMENT
Galvanized stesl, length 80 mm, riveted roller
Design for rail PU
Rear door 6319.011 20
Front door

16-21 mm 6319.011 20
21-27 mm 6319.011 20
Rear door 6319.411 20
Front door

16-21 mm 6319.411 20
21-27 mm 6319.411 20

Other designs on request

6329.104.011






    ALBION 

